
 

AMJ Type Metric Wipers 

 

 

 

AMJ metric J-type wipers consist of a polyurethane scraper element 

encased in a metal shell to enable it to be pressed into an open faced 

gland without the aid of other retention devices such as snap rings or 

face plates. The elastomeric element is bonded to the metal shell by 

adhesive means. The metal shell is carbon steel which has been 

treated to prevent corrosion. 
 

 

 

 

Part Number 
 

Part Number 

      Groove Dimensions 
 

      Groove Dimensions 

  Rod       Groove 
 

  Rod       Groove 

  Diameter   Bore   Height 
 

  Diameter   Bore   Height 

Prefix A (mm)   D (mm)   E (mm) 
 

Prefix A (mm)   D (mm)   E (mm) 

      H8   +.4/+.6 
 

      H8   +.4/+.6 

AMJ - 25 X 37 X 6 
 

AMJ - 70 X 85 X 6 

AMJ - 35 X 47 X 7 
 

AMJ - 75 X 89 X 8 

AMJ - 35 X 50 X 9 
 

AMJ - 75 X 90 X 6 

AMJ - 40 X 52 X 7 
 

AMJ - 80 X 94 X 8 

AMJ - 40 X 55 X 9 
 

AMJ - 80 X 95 X 6 

AMJ - 45 X 57 X 6 
 

AMJ - 80 X 100 X 10 

AMJ - 45 X 57 X 7 
 

AMJ - 85 X 95 X 7 

AMJ - 50 X 62 X 7 
 

AMJ - 85 X 99 X 8 

AMJ - 50 X 65 X 9 
 

AMJ - 90 X 104 X 8 

AMJ - 55 X 63 X 7 
 

AMJ - 90 X 110 X 10 

AMJ - 55 X 69 X 8 
 

AMJ - 95 X 109 X 8 

AMJ - 56 X 71 X 9 
 

AMJ - 95 X 110 X 6 

AMJ - 60 X 74 X 8 
 

AMJ - 100 X 110 X 7 

AMJ - 63 X 78 X 9 
 

AMJ - 105 X 121 X 9 

AMJ - 65 X 79 X 8 
 

AMJ - 120 X 136 X 9 

AMJ - 70 X 84 X 8 
 

AMJ - 130 X 146 X 9 
 

 

 

 

 

 

 

 

 

 

 

 

 

Pressure Seals Inc. 81 Commerce Way, South Windsor, CT 06074 

Phone: (877)-PSI-SEAL Toll Free, In CT: (860) 282-9100, Fax: (860) 282-9001 

  

Pressure Seals, Inc.   

Phone: (877)-PSI-SEAL Toll Free  
Thousands of Seals, O-Rings, and U-Cups  

World-Class Service since 1976!     


